A Miniaturized Microstrip Dual-Band Bandpass Filter using Folded UIR for Multimode WLANs

M. Hayati 1, 2, A. Khajavi 1, and H. Abdi 1

1 Department of Electrical Engineering, Faculty of Engineering
University of Razi, Kermanshah, 67149-Iran
mohsen_hayati@yahoo.com, azadeh_khajavi_ee@yahoo.com, and Hamdiabdi@razi.ac.ir

2 Computational Intelligence Research Center, Faculty of Engineering
University of Razi, Kermanshah, 67149 Iran

Abstract — A novel microstrip dual-band bandpass filter (BPF) using folded half-wavelength uniform impedance resonator (UIR) with high selectivity is presented. The proposed filter with two tuneable passbands has advantages such as compact size and simple structure. The passband frequencies have been adjusted for 2.4 GHz and 5.2 GHz wireless local area networks (WLANs). The overall size is reduced by 30 % in comparison with the two section radial stepped impedance resonator (SIR). The measured insertion loss is less than 0.18 dB and 0.5 dB in the first and second passbands, respectively. Also the measured return loss is more than 30 dB and 20.73 dB in the first and second passbands, respectively. There is a good agreement between the measured and the simulated results.

Index Terms — Bandpass filter, stepped impedance resonator, and uniform impedance resonator.

I. INTRODUCTION

In recent years, dual-band BPFs are widely used for microwave and wireless systems such as global system for mobile communication (GSM) and (WLAN). The center frequency of the second passband of the conventional half-wavelength UIR is two times of the fundamental frequency, so it seriously suffers from unwanted harmonics and has a large size. To solve this problem, the use of non-uniform line resonators such as two section SIRs is considered [1]. So an SIR exhibits advantages in the size reduction and good harmonics suppression as compared to a UIR. The filter in [1] with three SIRs has a minimum insertion loss of 2 dB in the fundamental passband. In [2], a highly selective dual-band BPF is presented using radial SIR and input-output T-shaped lines with minimum insertion loss of 1.6 dB, 2.2 dB, and 3 dB bandwidth of 2.5 % and 2.2 % in two passbands. In [3], two dual-bands BPF are presented using resonator-embedded cross-coupled structure for GSM (900/1800 MHz) with minimum insertion loss of 3 dB and 4 dB and WLAN (2.4/5.2 GHz) with minimum insertion loss of 2 dB and 2.5 dB in its passbands. In [4], a BPF using a three section SIR with the minimum insertion loss of 2.5 dB at the fundamental frequency is presented. In [5], a compact BPF to suppress spurious harmonics with minimum insertion loss of 1.75 dB and 3 dB bandwidth of 1.8 % at the fundamental frequency (2.22 GHz) is presented using the UIR and three sections SIR.

In all these structures, the length reduction of the SIRs results in the increment of the width, which finally increases the filter size. Also due to cascaded structures [1, 4] and weak coupling between the resonators [2, 3, 5], their insertion losses in the passbands are not good.

In [6], a BPF using folded hairpin octagonal double hairpin-shaped resonators with side coupled structure has achieved compact size due to the slow-wave performance and self-capacitance. But its minimum insertion loss is 2 dB at the fundamental frequency. The stopband
with the attenuation level of -20 dB is only from DC to 900 MHz and from 940 MHz-1200 MHz. The dual-band BPF in [7] is composed of folded open loop half-wavelength resonators and stepped impedance structures. This filter has a small size, but it has high insertion losses. In [8], pseudo-interdigital SIRs are used to design the BPF with dual-band response. This filter has a large size and high insertion losses. In [9], a dual-band BPF using SIRs is designed. This filter has good harmonic attenuation, but it has large size and high insertion losses. In [10], a triple band BPF using hairpin SIRs is presented. This filter has the advantage of having triple band, but it suffers from having a very large size. Also it has high insertion losses in three passbands in spite of cascaded structure.

In [11, 12], two SIR BPFs using defected ground structure (DGS) are presented. Although, these filters have improved rejection bands, their insertion losses in the passbands are not so good, and their total dimensions by considering two layers are large. Also in the DGS structure, it has not been a robust mechanical endurance against strain due to etching in the ground plane.

In this paper, a new miniaturized dual-band BPF with low insertion loss and high selectivity using folded half-wavelength UIR is presented. The conventional half-wavelength UIR has been folded to eliminate spurious harmonics. By tuning the spaces between the stubs, the second band frequency can be adjusted. Moreover, the modified UIR results in an overall size reduction as compared to the SIR, due to the slow-wave effect.

II. BANDPASS FILTER DESIGN

The conventional half-wavelength UIR is shown in Fig. 1 (a), which is folded to achieve a capacitive loading between the arms and also to minimize the length. This can be shown in Fig. 1 (b) with a good slow-wave performance.

The LC equivalent circuit of the proposed resonator is shown in Fig. 2, where \( L_1, L_2, L_3, L_4, \) and \( L_5 \) represent the inductances of the stubs \( d_1, d_2, d_3, d_4, \) and \( d_5 \), respectively. Furthermore, \( C_{g1} \) is the capacitance of the gap between the stub \( d_1 \) and \( d_5 \). The capacitances \( C_{g2} \) and \( C_{g3} \) represent the gap between the centred folded stubs. The capacitance \( C_p \) is that of the stub \( d_5 \) with respect to the ground.

![Fig. 1. A schematic view of the (a) conventional UIR and (b) the proposed folded UIR.](image)

![Fig. 2. LC equivalent circuit of the proposed resonator.](image)

A capacitive loaded lossless transmission line resonator is shown in Fig. 3 (a) and its LC equivalent circuit is shown in Fig. 3 (b), where the proportion of the first spurious resonant frequency to the fundamental frequency as shown in [13] is,

\[
\frac{f_2}{f_1} = 2 \frac{v_{p2}}{v_{p1}}
\]

where \( v_{p1} \) and \( v_{p2} \) are the phase velocities of the loaded line at the fundamental and the first spurious resonant frequencies, respectively. The dispersion equation as shown in [13] is given by,

\[
cos(\beta d) = \cos \theta_a - \frac{1}{2} \omega C_L Z_{a} \sin \theta_a
\]

where \( C_L, Z_a, \beta, d \) and \( \theta_a \) are the loaded capacitance, characteristic impedance, the
propagation constant, the length of the unloaded line, and the electrical length, respectively.

Fig. 3. (a) Capacitively loaded transmission line resonator structure and (b) the LC equivalent circuit of the structure.

By plotting the dispersion curves based on equation (1), it can be shown that the dispersion effect results in the increment of the ratio of the first spurious resonant frequency to the first fundamental [13]. Therefore, this property can be used to design a bandpass filter with a wider upper stopband. Thus, the LC equivalent circuit of the proposed resonator consists of more self-capacitances than the resonator in [13]. This is in order to improve the slow-wave performance.

The electrical length ($\theta$) of a conventional half-wavelength UIR is defined as shown in [14] by equation (3) as follows,

$$\theta = \beta l \quad (l = \pi) \quad (3)$$

where

$$\beta = 2\pi/\lambda_g,$$

$$\varepsilon_{re} = \frac{\varepsilon_r + 1}{2} + \frac{\varepsilon_r - 1}{2} \left(1 + \frac{12h}{W}\right)^{0.5}, \quad (5)$$

$$\lambda_g = \frac{300}{f(\text{GHz})\sqrt{\varepsilon_{re}}(\text{mm})}, \quad (6)$$

where $\beta$, $l$, $\lambda_g$, $\varepsilon_{re}$, $f$, $\varepsilon_r$, $W$, and $h$ are the propagation constant, physical length, guided wavelength, effective dielectric constant, fundamental frequency, relative dielectric constant, and the width and thickness, respectively. The fundamental frequency is adjusted by the proper physical length at 2.4 GHz, so by changing the total length of the resonator ($d_1 + 2d_2 + 2d_3 + 2d_4 + 2d_5$), the fundamental frequency changes. In the conventional half-wavelength UIR, the spurious frequencies resonate at $f = nf_1$ ($n = 2, 3, \ldots$). On the other hand, the proposed structure exhibits variations of gaps between the stubs i.e., $d_2$ and $d_4$, which results in changing the spurious frequencies, especially the gap $d_4$ is an effective parameter in controlling the spurious frequencies of the filter.

The S-parameter simulation of the proposed resonator as a function of $d_4$ is shown in Fig. 4. The decrement of the gap $d_4$, which results in the increment of the capacitive loading, increases the second band frequency. Therefore, the proportion of the centre frequency of the second passband to the fundamental frequency ($f_2/f_1$) gets bigger.

Fig. 4. Simulated insertion loss of the new resonator with varying $d_4$.

The proposed filter is shown in Fig. 5, where $d_4 = 1.2$ mm results in $f_2/f_1 = 2.16$. The T-shaped coupling lines are used to realize parallel coupling to the folded UIRs and also create two finite transmission zeros. The dual-band BPF is designed for two passbands, located at 2.4 GHz and 5.2 GHz. The dimensions of the filter are shown in Fig. 5.
III. SIMULATED AND MEASURED RESULTS

The photograph of the fabricated filter is shown in Fig. 6 (a). The BPF is fabricated on a substrate with relative dielectric constant of 6.15, thickness of 31 mil and loss tangent equals to 0.0009. The filter is simulated by the method of moments in ADS software. HP8757A network analyzer is used for measurements. The simulated and the measured results are in good agreement as can be shown in Fig. 6 (b).

The measured centre frequencies of the two passbands are located at 2.4 GHz and 5.2 GHz. The measured insertion loss has an improvement of 780 % and 340 % in comparison to the two section radial SIR. Also the measured return loss has an improvement of 36 % and 5 %, in comparison to the two section radial SIR. The 3 dB bandwidth of 3% and 1.3 % is obtained for the two passbands. The return loss in the stopband region is very close to 0 dB, indicating negligibly small radiation loss. The filter size is 10.9 mm × 13.5 mm (0.2 λg × 0.24 λg).

A comparison of the designed filter with previous works is shown in Table 1, where IL₁, IL₂, f₁, and f₂ corresponds to the insertion loss in the first passband, insertion loss in second passband, first passband, and the second passband, respectively. It is observed that, the proposed filter has a small size and good performance.

<table>
<thead>
<tr>
<th>Ref.</th>
<th>Resonator Type</th>
<th>IL₁ (dB)</th>
<th>IL₂ (dB)</th>
<th>f₁ (GHz)</th>
<th>f₂ (GHz)</th>
<th>Size (mm²)</th>
</tr>
</thead>
<tbody>
<tr>
<td>[2]</td>
<td>two section radial SIR</td>
<td>1.6</td>
<td>2.2</td>
<td>2.45</td>
<td>5.2</td>
<td>209.4</td>
</tr>
<tr>
<td>[3]</td>
<td>miniaturized hairpin resonator and stepped impedance hairpin resonator</td>
<td>1.2</td>
<td>2.3</td>
<td>2.4</td>
<td>5.2</td>
<td>850.3</td>
</tr>
<tr>
<td>[7]</td>
<td>folded open loop half-wavelength resonators and SIR</td>
<td>0.6</td>
<td>1</td>
<td>2.45</td>
<td>5.7</td>
<td>168.5</td>
</tr>
<tr>
<td>[8]</td>
<td>pseudo-interdigital SIRs</td>
<td>0.8</td>
<td>1.2</td>
<td>2.4</td>
<td>5.2</td>
<td>192.9</td>
</tr>
<tr>
<td>[9]</td>
<td>SIRs</td>
<td>2.12</td>
<td>2.33</td>
<td>2.45</td>
<td>5.8</td>
<td>1905</td>
</tr>
</tbody>
</table>

Filter: Folded UIR | 0.18 | 0.5 | 2.4 | 5.2 | 147.1 |
IV. CONCLUSION

In this paper, a miniaturized dual-band BPF using folded half-wavelength UIR with high selectivity is presented for WLAN signals, which has been designed, fabricated, and measured. The proposed resonator has a significant improvement for the insertion loss and the return loss in its passbands. Moreover, a favorable size reduction has been achieved.

REFERENCES


Mohsen Hayati received the B.Eng. in Electronics and Communication Engineering from Nagarjuna University, India, in 1985, and the M.Eng. and PhD in Electronics Engineering from Delhi University, Delhi, India, in 1987 and 1992, respectively. He joined the Electrical Engineering Department, Razi University, Kermanshah, Iran, as an Assistant Professor in 1993. He is currently an Associate Professor with the Electrical Engineering Department, Razi University. He has published more than 110 papers in international and domestic journals and conferences. His current research interests include microwave and millimeter wave devices and circuits, application of computational intelligence, artificial neural networks, fuzzy systems, neuro-fuzzy systems, electronic circuit synthesis, modeling and simulations.
Azadeh Khajavi received the B.Sc. degree in Medical Engineering from Isfahan University, Isfahan, Iran in 2004, and the M.Sc. degree in Electrical Engineering from Razi University, Kermanshah, Iran in 2011. Since 2008, she has been with the Computational Intelligence Research Center, Razi University. Her research interests include the analysis and design of high-frequency electronics and microwave passive circuits.

Hamdi Abdi received his B.Sc. degree from Tabriz University, Tabriz, Iran in 1995; M.Sc. and Ph.D. degrees from Tarbiat Modares University, Tehran, Iran, in 1999 and 2006, respectively, all in Electrical Engineering. Currently, he is an Assistant Professor in the Department of Electrical Engineering, Razi University of Kermanshah, Kermanshah, Iran. His research interests include power system operation and planning, restructuring and market design, transmission expansion planning, renewable energies, optimization and application of computational intelligence and design of electrical and control systems for industrial plants.